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a  b  s  t  r  a  c  t
Surface  flattening  in  medical  imaging  has seen  widespread  use  in  neurology  and  more  recently  in cardiol-
ogy to describe  the left  ventricle  using  the  bull’s-eye  plot.  The  method  is  particularly  useful  to standardize
the display  of  functional  information  derived  from  medical  imaging  and catheter-based  measurements.
We  hypothesized  that  a similar  approach  could  be  possible  for  the  more  complex  shape  of the  left  atrium
(LA)  and  that  the  surface  flattening  could  be useful  for  the  management  of  patients  with  atrial  fibrillation
(AF).  We  implemented  an  existing  surface  mesh  parameterization  approach  to flatten  and  unfold  3D  LA
models.  Mapping  errors  going  from  2D  to  3D and  the  inverse  were  investigated  both  qualitatively  and
quantitatively  using  synthetic  data of  regular  shapes  and  computer  tomography  scans  of  an  anthropomor-urface flattening
atheter ablation planning and navigation
trial fibrillation
phic  phantom.  Testing  of the  approach  was  carried  out using  data  from  14  patients  undergoing  ablation
treatment  for  AF.  3D  LA  meshes  were  obtained  from  magnetic  resonance  imaging  and  electroanatomical
mapping  systems.  These  were  unfolded  using the  developed  approach  and  used to demonstrate  proof-of-
concept  applications,  such  as  the  display  of scar  information,  electrical  information  and  catheter  position.
The work  carried  out  shows  that the unfolding  of complex  cardiac  structures,  such  as  the  LA,  is  feasible
 clinicand  has  several  potential
. Introduction
.1. Background
Planar mapping or surface parameterization of three-
imensional (3D) meshes is a well studied problem in computer
raphics [1]. It has a wide range of applications in various fields
f science and engineering with the most important application
eing mapping textures to polygonal mesh models for enhancing
heir visual quality. Parameterizations are known to introduce
istortions in either angles or areas and it is desirable that a
apping minimizes these distortions. An isometric mapping is one
hat preserves distances and is almost impossible to achieve for
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complex surfaces. Others such as conformal (angle-preserving)
or authalic (area-preserving) are possible. Floater [2–4] produced
several works in surface parameterization by extending a pre-
viously known geometrical theorem due to Tutte [5]. Floater’s
methods imposed fixed boundaries in the resulting parame-
terization. Free boundary parameterization methods have been
proposed by Scheffer and de Sturler [6] and later by Levy et al.
[7]. Desbrun et al. [8] employed conformal energy functions
with linear solutions capable of both free and fixed boundary
parameterization.
Surface parameterization has been applied to problems arising
in medical image processing. Planar mapping of the cerebral cortex
has important applications and have been proposed in Hurdal et al.
[9], Haker et al. [10] and Gu et al. [11] for computing conformal
maps. The use of Ricci flow in flattening the cortex has also been
investigated [12]. More recently, planar maps have also been com-
monly used for registering images of the brain, e.g. [13]. A common
technique is to map  the cortex to a spherical surface. The sphere
Open access under CC BY license.provides a standard platform for comparison before registration
can be accomplished. This is the method implemented in FreeSurfer
[14], a leading and widely used tool for brain surface reconstruction.
However, FreeSurfer suffers from a severe computational burden
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ausing it to be very slow. Most of the existing methods rely on
ome form of dimensionality reduction and this usually involves
olving an eigen value problem. The size of the mesh can often be a
imiting factor and there is usually a trade-off between speed and
esh size. Often this means decimating a mesh and thus lowering
he resolution of the underlying data.
This manuscript concerns application of planar mapping to
he heart. The use of this has been so far restricted to the
elatively simply shaped left ventricle (LV). The LV myocardial
all is often transformed into a planar bull’s-eye plot [15]. This
s a polar plot of different sections of the wall that allows
implification and standardization. It can be particularly use-
ul for visualization and reporting of functional information
bout the LV, such as wall motion, perfusion and distribu-
ion of scarring. The bull’s-eye plot has been adopted by the
merican Heart Association as the standard way  to repre-
ent the LV. In this manuscript we implement, validate and
est planar mapping of the more complex left atrium (LA) to
ssist in the management of patients with atrial fibrillation
AF).
.2. Clinical motivation
AF is the most common heart rhythm disturbance and originates
n the LA. It affects approximately 2.3 million people in the USA [16].
ince it was shown that ectopic beats from within the pulmonary
eins (PV) commonly initiate AF [17], catheter ablation strategies
ave evolved to electrically isolate the PVs from the LA body. By
ontrolled destruction of cardiac tissue in a circumferential pat-
ern around the left and right PV pairs, the PVs are electrically
isconnected from the LA and therefore cannot influence atrial
lectrical behaviour. Although this treatment can provide a cure for
any patients, arrhythmia recurrences are common, particularly in
atients with persistent AF [18–20], leading to a repeat procedure
n up to 50% of this challenging patient group to achieve the best
linical outcomes.
Recurrences of AF following a circumferential PV isolation
rocedure are invariably associated with recovery of PV to LA
onduction which is dependent largely on a failure to achieve
ontinuous and permanent lesions. Multiple factors influence
he operator’s ability to achieve such a lesion including, but not
imited to, catheter stability, power, tissue thickness, contact and
emperature achieved, force and duration of radiofrequency (RF)
pplication, cardiac motion and local heat sink effect. Many of the
actors impeding effective lesion delivery can be mitigated in part
y operator experience but they certainly cannot be eliminated
21] as evidenced by high volume centres continuing to report
evels of arrhythmia recurrence in excess of 10–15% at five years
fter ablation [19,20]. Clearly, there remains a need to identify
ays in which improvements in ablation technique can lead to
etter clinical outcomes.
Catheter ablation procedures for AF are performed by cardiac
lectrophysiologists. The vast majority of cardiac electrophysiol-
gists utilize an electroanatomical mapping system to guide the
rocedure [21]. Both the CARTO (Biosense Webster) and Velocity
St. Jude Medical) systems permit reconstruction of an anatomi-
al representation of the LA, electrophysiological characterization
f the chamber (voltage, activation time) and display in real-time
f the catheter position within the chamber. 3D electroanatomical
odels of the target cardiac chambers obtained by live catheter
racking, pre-procedural imaging, such as magnetic resonance
maging (MRI) or computed tomography (CT), or a combination of
oth are used to guide the interventions. In these systems, 3D mod-
ls displayed on a two-dimensional (2D) screen require frequent
nteraction from the end-user for displaying the current region of
nterest. We  hypothesized that the use of planar mapping of the LAing and Graphics 38 (2014) 251–266
could assist in the display of the anatomical and functional informa-
tion that is commonly used in the management of patients with AF.
1.3. Proposed work
In earlier work [22] that focused on planar mapping of the LV,
we briefly demonstrated that a B-spline based LA flattening may  be
possible. In this work we  investigate a surface flattening technique
developed primarily for texture mapping in computer graphics [8]
and apply it to flatten 3D LA meshes. The mathematical background
is described in Section 2.1. We  qualitatively and quantitatively val-
idated the technique by application to synthetic data of regular
shapes (Section 2.2.1) and to an anthropomorphic phantom imaged
with CT (Section 2.2.2). Finally we  test our method using 14 data
sets from patients that underwent RF ablation for treatment of
atrial fibrillation and use these data to demonstrate several proof-
of-concept applications of the planar mapping (Section 2.2.3).
2. Methods
2.1. Mathematical framework for surface unfolding
We  define here the problem of unfolding and flattening the LA
mesh. Essentially this is a parameterization of a piece-wise mesh.
Given a piecewise linear mesh M of the LA, the problem of mesh
parameterization is to obtain a linear mapping ϕ between M and
a planar triangulation U ∈ R2. The mapping is isomorphic meaning
U must inherit the same intrinsic and structural properties as M.
Mesh M is non-closed due to a cut made at the mitral valve annulus
and contains holes at each ostium since the PVs must be truncated
before the unfold. The 3D position of the ith vertex in the mesh is
denoted by xi = (xi, yi, zi)t and in the 2D mesh U as ui = (ui, vi)t . The
mapping ϕ creates a one-to-one correspondence between the 3D
mesh and its 2D unfold, essentially flattening the mesh to a planar
map.
Since the LA is an anatomical structure with some distinct
anatomical features, such as the appendage, it is important to pre-
serve, when unfolding, as much of the natural or intrinsic properties
of the LA mesh as possible. The distortion measure E between M
and U is a functional that takes in as input two triangulations and
returns a real value:
E : T × T → R  (1)
This distortion measure evaluates how much the structural
properties of the meshes are distorted due to the unfolding. In [8], a
distortion measure was  developed by ensuring a few basic proper-
ties are fulfilled by a predefined functional. The two  most important
properties relevant to LA meshes are listed here: (1) invariance due
to rigid transformations of the mesh, and (2) preserves continuity
due to finer triangulations. The former is important as two meshes
exactly alike but having undergone rotations and translations must
yield a zero distortion, thereby allowing the parameterization to be
independent of any rigid transformations. The latter ensures that
this discrete version of distortion (due to the discrete nature of LA
meshes) converges to its continuous form as we get finer and finer
triangulations of the mesh. We  restrict our discussion of distor-
tion measures to 1-ring neighbourhoods. A 1-ring is a subset of the
3D LA mesh, consisting of a vertex and all its adjacent triangles. See
Fig. 1 for an illustration of a 3D 1-ring neighbourhood with its corre-
sponding unfold planar 2D 1-ring. The distortion measure and thus
the parameterization, discussed further in this text, is one which
preserves angles and areas of 1-ring neighbourhoods.2.1.1. Angle-preservation
An angle-preserving (i.e. conformal) distortion measure can
be developed by quantifying shape distortions of the mapping
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The optimal positions of all ui can be obtained by minimizing the
combined distortion measure and thus solving a sparse linear sys-
tem following from ∂EX/∂ui = 0 and ∂EA/∂ui = 0:
MU = C (8)Fig. 1. LA mesh patch or 1-ring neighbourhoods M
unction. In Differential Geometry, due to the minimal surface prob-
em, it is well known that the minimization of a so-called Dirichlet
nergy leads to a conformal mapping [23]. The Dirichlet energy
an be defined on a mesh patch and captures angle distortions
etween corresponding triangles of the patch in 3D and 2D. It can
e shown to fulfil the desirable properties outlined above for the
nfold [23]. The total Dirichlet energy for the patch is given by:
A =
∑
ring edges(i,j)
(cot ˛ij + cot ˇij)|ui − uj|2 (2)
here the length |ui − uj| is in the 2D parameter domain and angle
ij is the opposite angle to (xi, xj) in 3D (see Fig. 1). The derivation
s omitted here but is a straightforward differentiation of a linear
ap  and can be found in [23]. There are two advantages of using
his function: (1) it depends only on the angle of the 3D mesh (i.e.
otangent term), and (2) the first-order derivative of the energy
erm is conveniently linear:
∂EA
∂ui
=
∑
ring edges(i,j)
(cot ˛ij + cot ˇij)(ui − uj) = 0 (3)
The optimal placement of vertex ui can thus be solved by solving
he linear system in Eq. (3). The Dirichlet energy in Eq. (2) thus
ives a measure of distortion in-terms of the angles between the
esh patch in 3D and its unfold in 2D. If the Dirichlet energy is
inimized, a conformal (i.e. angle preserving) transformation is
ossible, however, since we aim to fix the border of the 2D unfold
o a square border, achieving a fully conformal transformation may
e impossible. This Dirichlet energy term becomes part of the final
istortion measure.
.1.2. Area-preservation
Aside from preserving angles, there is also an area-preserving
omponent. Consider the tip angle around xi of the 3D mesh M
n Fig. 1; the gradient of this angle can be easily derived from its
ndividual triangles shown in Fig. 2, the gradient of the angle ε w.r.t.
lacement of vertex A is given by:
ε = cot ˛|AB|2 AB +
cot ˇ
|AC|2 AC (4)
ote that both terms of ε in Eq. (4) are functions of the triangle’s
rea. For instance if projection of C onto AB is C′ then the first term’s
o-efficient cot ˛/|AB|2 is equal to the area of CBC ′/2T2 where T
s the area of ABC.  By summing angles around the 3D mesh in M,
t can be shown that:
 =
∑ cot ij + cot ıij
|xi − xj|2
(xj − xi) (5)j ∈ N(i)
here  is gradient w.r.t. vertex xi and  is the total angle around xi
nd not necessarily 2 due to its positioning in 3D. Note that similar
o Eq. (4), the co-efficients in Eq. (5) are functions of the area.with its associated flattened planar 1-ring U in 2D.
Following from Eq. (5) Desbrun et al. [8] obtain a novel distortion
measure:
Ex =
∑
j ∈ N(i)
cot ij + cot ıij
|xi − xj|2
(ui − uj)2 (6)
where angles  ij and ıij are defined in Fig. 1. This combines area of
the mesh M and its unfolding U. Note the only unknown is vertex
ui and thus its placement in the parameter space. Once again, the
optimal placement of ui can be determined by solving ∂EX/∂ui = 0
and this conveniently results in a linear problem.
2.1.3. Final parameterization
The two distortion measures described above are combined into
a single measure. In addition to this a fixed boundary condition is
imposed requiring the border of the unfolding to be a square. The
combined distortion measure can thus be written as:
E = 	EA + (1 − 	)EX (7)
where 	 is a constant weighing the influence of each distortion
measure. To obtain the final parameterization, positions of internal
vertices ui in the 2D unfold are solved for. The boundary condi-
tions are stated beforehand, i.e. the square border of the parameter
space is matched with the border of the 3D LA mesh. The steps to cut
open the LA mesh and thus define its borders are described below.Fig. 2. Deriving the gradient of the tip angle of a 3D mesh patch.
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Fig. 3. (a) Initialization of the unfolding process begins with a manual cut around the mitral valve annulus of the LA and four veins and appendage as indicated by dashed
lines,  (b) LA after the cut, (c) the border of the mitral valve cut as indicated using red arrows is matched with the 2D unfold’s boundary. (d) Same as (c) but seen from a
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ein;  RSV, right superior vein; LIV, left inferior vein; LSV, left superior vein; APP, ap
here M is the co-efficient matrix carrying co-efficients of the
espective distortion measures, i.e. ∂EA/∂ui and ∂EX/∂ui. C is the
ector of boundary conditions: [0 Cboundary]
T
and the positions of
nternal vertices are solved for in U. The system can be efficiently
olved using Conjugate Gradient and SSOR (Symmetric Successive
ver-relaxation) preconditioning [24]. For this work, the imple-
entation of the surface parameterization of [8] is the one found
n the Computational Geometry Algorithms Library (CGAL) [25]
ith wrappers written in C++ and using VTK for visualization and
apping procedures.
.1.4. Method initialization
Prior to computing the parameterization for the unfolding,
oundary conditions must be set. The boundary of the 2D unfold
ust be mapped initially to a boundary in the 3D LA mesh. An
deal boundary is the LA mitral valve annulus where the LA joins
he left ventricle. The LA is thus manually cut in this region and
n illustration is provided in Fig. 3(a) showing the location of suchld in 2D. This completes the initialization process. Abbreviations:  RIV, right inferior
ge.
a cut. The boundary of the cut is generally disc shaped owing to
the LA’s spherically shaped chamber (see Fig. 3(b)–(d)). The disc
is mapped to the 2D unfold boundary (Fig. 3(e)) and this initial-
izes the unfolding process. Furthermore, additional cuts are made
at each PV and the appendage. However, this is only to map vein
and appendage locations in the unfold with holes. The mitral valve
cut affects the final parameterization result and thus the quality of
unfold. As ablation lesions are only made in and around PVs, the
cut is made appropriately to cover vital regions of the LA. The cut
was performed using mesh editing software (MeshLab, ISTI – CNR,
Pisa, Italy).
2.2. Experimental protocolThe proposed unfold technique was  initially validated using syn-
thetic regular shape data. It was then validated using data from an
anthropomorphic glass heart phantom. Finally, it was applied to
patient datasets.
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mig. 4. Common geometrical shapes with regular texture patterns that were used f
middle row) and a truncated ellipsoid (bottom row).
.2.1. Regular shapes
To evaluate the extent of deformations with the unfold tech-
ique, some regular shapes with simple textures were unfolded
nd the deformations undergone by the textures were computed.
 total of three shapes were constructed using a commercial
esh processing and editing software (Rhinoceros, McNeel North
merica, WA,  USA). These were a hemisphere, a paraboloid and a
runcated ellipsoid (Fig. 4). The shapes were chosen because of their
esemblance to cardiac structures of interest such as the atrium or
entricle. All shapes were given a texture consisting of stripes to aid
he interpretation of the effect of the unfold. The texture direction
as either in the same direction as the shape’s axis (hemisphere) or
rthogonal to it (paraboloid and ellipsoid). It is not always possible
o define perfectly straight lines in the texture (see truncated ellip-
oid in Fig. 4) due to their intersection with the arrangement of the
esh’s vertices. Each shape was unfolded by mapping its border to
hat of the unfolded 2D square. As all three shapes are open, bor-
ers were already present and thus a cut as shown in Fig. 3 was not
ecessary. Distortion in distance due to the unfold was mapped
n each shape’s unfolded 2D square. To compute this distortion
ap, for every vertex on the unfold, the ratio 2D/3D of the mean
istance to adjacent vertices was plotted. This illustrates the dis-
ortion undergone by every point neighbourhood on the unfold and
hus demonstrate which regions are distorted more than others.
.2.2. Glass-heart phantom
It is important that distances between points on the 2D unfold
re comparable to actual distances in physical space and thus
alidated against ground truth. To validate this, a glass heart
hantom (Farlow’s Scientific Glassblowing, Grass Valley, CA, USA)
as imaged (Fig. 5). The phantom consists of all chambers and
reat vessels of the heart. It was scanned by a 512 × 512 × 384
oxel CT scan with 0.68 mm × 0.68 mm ×1.00 mm voxel resolution
Brilliance iCT, Philips Healthcare, The Netherlands). A manual seg-
entation of the LA was obtained and a 3D surface extracted usingluating the unfold technique. The shapes were a hemisphere (top row), paraboloid
the marching cubes algorithm. The 3D surface was  cut at the mitral
valve annulus (Fig. 3) and unfolded onto a 2D square by mapping
the border of the cut to that of the 2D square. Thirteen separate
measurements were made on the phantom by three observers.
The measurements were distances between locations of anatomical
interest. These measurements were carefully selected by consid-
ering their repeatability and are shown in Fig. 6. The observers
measured each location three times and the mean value was  cal-
culated. These were compared to their corresponding distances on
the 2D unfold. Similar to the distortion map  extracted for regular
shapes, a distortion map  for the phantom was  computed to illus-
trate regions undergoing distortions due to the unfolding process.
2.2.3. Clinical cases
2.2.3.1. Patient data. 14 patients (10 males and 4 females, mean
age =60 ± 8 years) with symptomatic, drug refractory paroxysmal
AF undergoing PV isolation with circumferential catheter abla-
tion procedure were included in the study. Six months following
catheter intervention, a cardiac MRI  scan was performed which
included DE-MRI scans to quantify the extent of permanent post-
ablation atrial injury. 7 of these patients subsequently underwent
redo ablation procedures due to recurrence of arrhythmia. The
data for the redo intervention from the electroanatomical mapping
system were available, including the reconstructed 3D LA surface
meshes and voltage maps.
2.2.3.2. MR image acquisition. All scanning was performed on
a 1.5 T Achieva scanner (Philips Healthcare, The Netherlands).
A 3D whole heart image was  acquired by using a 3D respi-
ratory navigated and cardiac-gated, 3D balanced steady-state
free precession (b-SSFP) acquisition in a sagittal orientation
with whole-heart coverage (1.3 mm  × 1.3 mm × 2.6 mm acquired,
1.3 mm × 1.3 mm × 1.3 mm reconstructed, 6 min  duration). The
DE-MRI scan for the visualization of delayed-enhancement was
a 3D ECG-triggered, free breathing inversion recovery (IR) turbo
256 R. Karim et al. / Computerized Medical Imaging and Graphics 38 (2014) 251–266
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Tig. 5. Images of the glass-heart phantom used to obtain ground truth measuremen
lice  through a CT scan and (d) a photographic image.
eld echo (TFE) with respiratory-navigation, cardiac-gating and
ith whole heart coverage (0.6 mm × 0.6 mm × 4.0 mm acquired,
.6 mm × 0.6 mm × 2.0 mm reconstructed, 3 min  duration).
.2.3.3. 3D LA mesh extraction from MRI. The LA was  segmented
rom the anatomical bSSFP scan for each of the 14 patients using
n automatic approach based on a statistical shape model [26]. The
odel is a 3D mesh built from training data and adapted to the LA
natomical MR image. The model includes PVs which are approx-
mately 14 mm in length and with an average diameter of 12 mm.
t also includes the LA appendage and its length is approximately
5 mm from LA body. The model fitting error reported in [23] is
.72 mm over 42 datasets. For our work, the automatic segmenta-
ion was verified by a human rater and manual corrections were
ade whenever necessary.
.2.3.4. Unfolding. Each of the 14 MRI-derived LA surface meshes
as unfolded using the methods described in Section 2.1. To assess
he amount of distortion during the unfold process a quantitative
nd qualitative analysis of distortion was carried out. Quantitative
nalysis compared distortion in distances and areas between 3D
nd 2D on the MRI-derived 3D meshes. For distances, the geodesic
istance between points on 3D to their mapped distance in 2D
as compared. For areas, areas of regions in 3D were comparedo their mapped regions in 2D. As the deformations are non-linear
ith every region of the atrium undergoing different amounts of
eformation, the atrium was sub-divided into five distinct regions.
hese regions were the left and right sides, the anterior anddistances. Clockwise from left: (a and b) X-ray projection images. (c) A mid-section
posterior ends and the roof. Fig. 7 illustrates these regions with
the points selected to perform the analyses. Distances between
each pairs of points were considered and areas enclosed by every
possible triangle using these points were considered. Subdividing
the LA into regions allowed a segmental comparison of distortions
in lengths and area. For a qualitative analysis of distortion in
clinical cases, distortion maps were generated in each case. Fur-
thermore, distortion was also visualized using texture mapping.
Regular textured patterns such as a checker-board or striped
patterns were generated in each LA 3D mesh and then mapped
to 2D. Deformations in the textures were visualized and assessed
at anterior, posterior and roof sections of LA. The 2D unfold was
further investigated and evaluated to see if it could be used to
select ablation lesions. Lesions were marked circumferentially
around each pulmonary vein. Their mapping to 3D was validated
by comparing each selected point’s distance to the vein ostium
in 2D and 3D. This investigated whether the unfold map  overlaid
with soft tissue information from DE-MRI can be accurately used
to map ablation lesion points.
2.2.3.5. Clinical applications. As a proof-of-concept, the clinical
utility of the unfolding technique was demonstrated in three dif-
ferent ways. Firstly, the technique was  used to display DE-MRI
information (using all 14 clinical data sets); secondly, it was
used to display electrical information by unfolding 3D LA meshes
derived from electroanatomical mapping systems (using the 7
redo data sets); and finally, it was  used to display catheter tip
positions.
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Fig. 6. 3D LA surface extracted from glass heart phantom CT scan. For ground truth testing, various measurements physically and on the unfold: (a) diameters of each
vein  and appendage, (b) measurements made across the roof. These are distances between the mid-anterior to mid-posterior and mid-left to mid-right, (c) basal view. (d)
Distortion map  of glass heart phantom illustrating distortion ratios of distances in 2D/3D. Landmarks are plotted on LA shell and unfold and correspondences are indicated
using  coloured arrows. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of the article.)
Fig. 7. The LA surface is subdivided into segments for comparing regional distortions. Points are selected to show the indicated region. Clockwise from left: (a) roof, (b)
anterior, (c) right and (d) left. The points on the posterior were selected in a similar way as on the anterior side shown above.
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Fig. 8. Regular geometrical shapes unfolded from (a) hemisphere, (b) paraboloid 
emisphere, (e) distortion map  for paraboloid, (f) distortion map  for truncated ellip
. Results
.1. Regular shapes
Mapping regular texture patterns from the 3D to 2D for regular
hapes gives an understanding of the nature of deformation due
o the unfold expected on a cardiac chamber such as the LA. For
he open hemisphere, the circular border was mapped to a square
order on the 2D unfold. This deformation of a circle to a square is
vident in the deformation undergone by the texture in Fig. 8(a),
ith the circles stretched to fill the square’s corners. Deformations
ppear to be close to linear throughout except at the corners of the
ig. 9. Comparison of distances of anatomical importance measured by three observers
ig. 6(b).) truncated ellipsoid. For these shapes refer to also Fig. 4. (d) Distortion map  for
2D unfold. In the open paraboloid, textures were oriented orthog-
onally to the circular border. These texture deformations illustrate
the non-linearity of the underlying transformation (see Fig. 8(b))
– the corners generally experience greater stretching. The wavy
deformation in the texture exhibits this phenomenon. It is impor-
tant to note why the stripes run along the diagonal of the square
as opposed to being horizontal or vertically aligned. This is simply
because of how the sections of the circular border in 3D match with
the sections of the 2D square on unfold. Deformation in textures
on the truncated ellipsoid transformation (see Fig. 8(c)) illustrate
that shapes which enclose more space undergo greater deformation
simply because a larger surface area now needs to be fitted within a
 on the glass-heart phantom and the 2D unfold. For distances 12 and 13, refer to
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onstrained space of the 2D square. Distortion maps were also gen-
rated for each shape and given in Fig. 8(d)–(f). These maps illus-
rate increased stretching going from the hemisphere to ellipsoid.
.2. Glass-heart phantomPhysical distances on the glass-heart phantom were compared
o distances measured on the 2D unfold. There are two important
onsiderations – whether the physical measurements themselves
ig. 10. A segmental evaluation of the distortion in the geodesic distance (left column) a
ndicated together with R-statistic.ing and Graphics 38 (2014) 251–266 259
are repeatable and whether there is intra-observer variation. It
was thus important to select anatomical regions that can be dis-
tinctly located both on the phantom and unfold. The measurements
obtained from observers showed that there was good agreement
between them (see Fig. 9). Furthermore, measurements on the
unfold were on average within 10% of the mean of all observers’
measurements. A distortion map  for the phantom was computed
by plotting the ratio of distance in 2D to 3D. The map  is shown in
Fig. 6(d). Overall, the map  illustrates stretching at the borders and
nd area (right column) due to mapping from 3D to 2D unfold. The line of best-fit is
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orners with some negative stretch or shrinking near the atrial roof.
egions near the ostium of PVs are mostly preserved with ratios
lose to 1.
.3. Clinical cases
To analyze distortions caused by the mapping process, geodesic
istances on the 3D surface and their mapping on 2D are com-
ared quantitatively in Fig. 10 (see left column) and also illustrated
sing distortion maps in Fig. 11. Distances are generally well pre-
erved in the roof, posterior and anterior sections of the LA (R > 0.9
nd low ratios in distortion maps). The right and left sides expe-
ience greater stretching because a large section of the cut is in
he vicinity, whereas this was not the case with points on the roof
nd anterior/posterior segments. Recall that the boundary of the
ut is stretched to fit the boundary of the 2D square. For the area
omparison in Fig. 10 (see right column), regions of different sizes
anging from big to small were used for the analysis. Again the
A was subdivided into separate segments and each segment ana-
yzed separately. Smaller regions across every segment show good
reservation of their areas from 3D to 2D, but for larger regions,
here is distortion. This is expected as small distortions within
mall sections of a larger region cumulate to give a resulting larger
istortion.
The unfolding process on clinical cases is also validated using
exture mapping. Textures drawn on the 3D mesh were mappedinued )
to their respective 2D unfold. As textures on the 3D are gen-
erated by utilizing the underlying mesh vertex grid, perfectly
regular patterns can be difficult to achieve due to irregularity
in the mesh structure, i.e. some vertices have 3, 5 or 7 neigh-
bours depending on the 3D mesh reconstruction process. This
produces small artefacts in the textures in 3D (see gaps in spot-
ted texture in Fig. 12 and broken lines on the striped texture).
Nevertheless, the nature of the deformation is demonstrated in
these images and it is clear that the unfolding process of map-
ping a circular-like border of the cut in the annulus (see Fig. 3) to a
2D square results in larger distortions at the edge of the unfold.
However, critical areas such as the roof and PV ostia are least
affected and this is a desirable result in the context of LA abla-
tion.
The 2D unfold was validated as a clinical tool for marking
lesion points with the added advantage of providing simultane-
ous soft tissue visualization. Lesions were marked circumferentially
on the unfold and their distances to the vein’s ostium in 2D
and 3D were compared. The ratio of these distances is plot-
ted on a log scale in Fig. 13. A positive stretch indicates that
the 2D mapped distance is greater than its corresponding dis-
tance on 3D. The mean and standard deviations for left (L) and
right (R) sides are: L = (1.032, 1.034) and R = (0.964, 1.039). These
variations are within acceptable levels and regions around the
LA ostia experience far less distortion than other areas. Thus,
the 2D unfold can be used reliably for marking lesions around
PVs.
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Fig. 11. Distortion maps illustrate accuracy of the unfolding process in three clinical cases. Distortion is represented as ratio of distance in 2D to 3D and is mapped using a
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. Clinical applications
.1. Mapping DE-MRI on the unfold for soft-tissue visualization
DE-MRI for imaging RF ablation lesions is a rapidly expanding
eld of research which seeks to allow a more in-depth characteri-
ation of lesions and recent studies have investigated this [27,28].
urrently, it is possible to visualize the shape and size of circum-
erential and linear lesion sets on the 3D LA surface. The DE-MRI
mage intensities due to lesions can be projected onto the 3D LA
urface using the technique described in [29] which is essentially a
aximum intensity projection (MIP) method. It is a two-step pro-
ess. The first step involves registering the surface with the DE-MRI
mage allowing both the surface and DE-MRI image to be in the
ame co-ordinate system. Once fused, DE-MRI image intensity is
apped to the 3D LA surface using MIP. Once on the 3D surface,
E-MRI image intensity can be mapped to the 2D unfold. Three
xamples from clinical cases are shown in Fig. 14. DE-MRI image
ntensity in Fig. 14 is mapped on a yellow to red linear colour
cale with red indicating scar. Circumferential scarring around the
Vs is expected. Gaps in scarring can lead to PV reconnection and
ecurrence of arrhythmia. The entire distribution of the scarring
s revealed in the unfold, as shown in Fig. 14, and gaps are easily
vident. The electrophysiologist will seek to close these gaps by
e-ablating these areas. In Fig. 14 points have been hypothetically
elected to close these gaps (see purple points).
.2. Endocardial voltage mappingThe majority of cardiac electrophysiologists utilize an elec-
roanatomical mapping system to guide the ablation procedure.
he mapping system, such as CARTO, is able to acquireonvention LSV, RSV, LIV, RIV. (For interpretation of the references to colour in this
unipolar or bipolar readings of voltages on the endocardium using
the catheters present inside the heart. Prior to voltage mapping, the
3D LA geometry of the patient is collected using a tracked catheter.
The geometry is reconstructed from a point cloud recorded by the
catheter’s tip. Endocardial voltage is mapped, displayed and visual-
ized on the 3D LA geometry. In a recent study [28] it was shown that
voltage and scar have an important relationship and thus it is useful
to correlate and visualize the two especially for re-do procedures.
However, there is an important complexity when correlating volt-
age and scar. The 3D electroanatomical geometry is far less detailed
than the 3D LA scar mesh obtained from MRI, owing to high res-
olution in MRI  images. Using the 2D unfold, the complexity of the
two dissimilar geometries is reduced and correspondences can be
made. In Fig. 15, several re-do clinical cases are illustrated. In each
case, the endocardial voltage maps are unfolded and compared with
pre-ablation DE-MRI scar imaging. Note low voltage is comparable
to high intensity DE-MRI and thus the colour scale in voltage maps
are inverted (red to green). The 2D unfold reduces the complex
difference between the two  geometries and presents similar look-
ing maps in each case whereby voltage and scar can be compared.
Lesion formation circumferentially on each side is compared with
low voltage areas. Cases 1–4 demonstrate low voltage areas on each
side and correspond well with significant DE-MRI enhancement in
those areas.
4.3. Catheter visualization and navigation
During ablation procedures, electroanatomical mapping sys-
tems display live catheter positions on a 3D LA mesh. In
most instances, it is unclear to an electrophysiologist whether
the catheter tip is on the posterior or anterior side of the
wall unless the 3D mesh is interacted with and viewed from
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Fig. 12. The nature of deformation due to the unfold process from 3D to 2D is ana-
lyzed here using regular texture patterns. Deformations are seen on two  separate
LA  models with a spotted texture (top and middle row) and striped texture (bottom
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Fig. 13. Evaluating the amount of stretch caused due to the unfold mapping to lesion
points marked circumferentially on the left and right PVs. The ratio of distance in 3Dow). The LA in each case is shown in three different views (anterior, posterior and
ight side). Abbreviations for veins – by convention LSV, RSV, LIV, RIV.
ifferent angles. The unfold can display catheter tip position in
 variety of ways depending on whether the catheter is near
r in contact with the wall. Without any ambiguity or interac-
ion, using the unfold the electrophysiologist is able to confirm
hich side of the atrium the catheter is located at. In Fig. 16,wo examples are illustrated to demonstrate that the unfold can
e used simultaneously with the 3D mesh to provide useful
ositional information of a catheter during an ablation proce-
ure.to  its mapped distance in 2D is plotted on a log scale. A positive (+ve) stretch means
that the 3D distance is greater than in 2D and a negative (−ve) stretch otherwise.
5. Discussion
The method of LA 3D surface parameterization implemented
in this work computes optimal locations for 3D mesh vertices
in a pre-defined 2D parameter space. The optimality condition is
achieved by minimizing a linear combination of functions that pre-
serve angles and areas of each mesh patch subject to boundary
conditions. The primary aim was to use the method to unfold the
left atrium of the heart to support the management of patients
with atrial fibrillation. The method was  validated using synthetic
data and physical phantom data. It was then applied to patient
data derived from MRI  and electroanatomical mapping systems to
demonstrate clinical utility.
The mapping procedure implemented in this work provides a
one-to-one mapping. Points selected on the unfold can be located
on the 3D and vice versa as demonstrated by the stylized points
in Fig. 14. Generation of the unfold 2D map  from the 3D shell is
fast, requiring less than 3 min  on a 2.5 GHz PC. Once the unfold
is generated, using internal mapping lookup tables for locating and
mapping points between 2D and 3D is virtually instantaneous. Cut-
ting the LA shell at the annulus is also quick and requires less than
5 min.
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Fig. 14. Clinical application I: mapping soft tissue information from DE-MRI to the
2D unfold in three separate clinical cases. The LA in each case is shown in three dif-
ferent views (posterior, side and anterior). Areas in red represent sites of previous
ablation. Corresponding regions are labelled with dotted and filled arrows repre-
senting two  different regions. A typical lesion set would aim to completely encircle
the  pulmonary veins as indicated by the stylized purple points. Abbreviations for
veins – by convention LSV, RSV, LIV, RIV. (For interpretation of the references to
colour in this figure legend, the reader is referred to the web version of the article.)ing and Graphics 38 (2014) 251–266 263
Distortions due to the unfold were found to be unavoidable and
this is simply due to the restrictions imposed on the unfolding
process through boundary conditions (i.e. 2D square). By perform-
ing segmental comparisons of distance and area, it was found that
regions closer to the location of the cut in the mitral valve annulus
and on the left and right sides of the veins experienced the great-
est distortion and stretching. However, the amount of stretching
involved does not distort the lesion pattern to an extent that it
is unsuitable for visualization. This is clearly demonstrated in the
lesion maps of Fig. 14 where lesion formations around the veins
are preserved. The most critical areas lie in and around PVs and
roof region and this work demonstrated that distortion in these
regions was not high.
To understand how distortions of the nature seen in the LA
unfold might affect an end-user, it is important to consider a sce-
nario where the user uses the unfold to select lesions. In such cases,
endocardial voltage or DE-MRI enhancement information on the
unfold is used to decide lesion positions. Points selected on the
unfold are made relative to features visible in the unfold itself such
as distorted lesion or voltage patterns. As these features are them-
selves distorted to a certain extent, the end-user would have little
difficulty identifying locations of interest once the nature of distor-
tion was understood and appreciated.
Several proof-of-concept clinical applications were demon-
strated. Visualizing scar tissue from DE-MRI on the 2D unfold reveal
gaps in ablation lesions and provides useful information for re-do
procedures. Unfolding of electroanatomical maps was also pre-
sented, in particular for displaying endocardial voltage information.
Finally, the 2D unfold was demonstrated as a useful utility during
catheter-tip visualization on 3D transparent models. Ambiguous
positions in 3D require interaction with the model – an example
of points lying on the posterior and anterior wall is demonstrated.
On the 2D unfold, such ambiguity is removed as the posterior and
anterior walls can be simultaneously visualized.
5.1. Limitations
The proposed method has a number of limitations. The cut made
at the mitral valve annulus of the 3D LA mesh during method ini-
tialization imposes a limitation on the unfold. Since it is desirable
for the PV ostia to lie centrally and approximately symmetrically
on the 2D unfold, the cut on the left and right sides should be
such that its geodesic distance from left and right PVs are alike.
The same applies to the posterior and anterior sides and their dis-
tance from LA roof. However, obtaining the optimal cut manually
can be difficult given the above constraints, and further, the folding
of the LA surface at the appendage makes it challenging. Conse-
quently, in some instances, a few sub-optimal cut configurations
were explored before generating the 2D unfold. Operator bias and
thus inter-observer variation was not completely eliminated.
There were limitations in the methods used for validating the
2D unfold. A 2D unfold of the glass-heart phantom was  generated
and distances on the phantom were compared, i.e. physical versus
2D. Point correspondence between physical and virtual 3D/2D was
established in this work using simple visual assessment, i.e. for a
point selected on the glass-heart, its position on the 3D LA mesh
was manually selected. There are novel ways of determining where
exactly a point lies in physical space and this is by employing
magnetic trackers or some form of imaging. Establishing corre-
spondence manually introduces errors but this was minimized by
selecting points in regions that were anatomically distinct.
The 2D unfold was  validated in this work by quantifying dis-
tortion. Distortion maps were generated for various shapes and LA
models. In these maps, the mean distance to adjacent neighbours in
a mesh is considered. Points farther away from immediately adja-
cent neighbours are not considered. Given that distortion tends to
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Fig. 15. Clinical application II: unfold on 3D electroanatomical LA mesh obtained from mapping systems. Five clinical re-do ablation cases are shown here with electroanatom-
ical  map  (column 1) and its unfold (column 2) and compared with each case’s pre-ablation MRI  reconstructed 3D mesh with DE-MRI scar enhancement (column 4) and its
unfold  (column 3). Note low voltage in milli-volts (mV) is comparable to high intensity in DE-MRI represented as standard deviations (SD) from healthy tissue intensity.
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e greater when computed over larger distances and areas, this
an be a limitation of these maps. However, distortion over larger
egions was investigated in the segmental evaluation of clinical
ases with plots in Fig. 10. Data points have a wider spread and
eviate from the linear relationship for larger distances and areas
ndicating greater distortion.
All 2D unfold explored in this work was on a square. The
quare was chosen as it can be more convenient to work with
n a flat visual display unit. Other shapes are not explored
nd one good candidate for mapping would be on a circle.
apping on the square imposes significant distortions at cor-
ers; a circle offers smoother gradients at its edges and is thuse references to colour in this figure legend, the reader is referred to the web version
expected to have lesser distortions. However, representing it
on a flat visual display unit can present some difficulties espe-
cially when zooming in whereby a section of circle can get
clipped.
The 2D unfold implemented in this work was  validated using
various techniques. It has potential uses in many areas including LA
ablation procedures for simplifying visualization. However, it was
not validated within a real-time ablation procedure. This would
involve unfolding either the electroanatomical maps acquired dur-
ing a procedure or unfolding the pre-ablation MRI  data. The 2D
unfold map  would be assessed to see if it offered any advantages
over a 3D map.
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Fig. 16. Clinical application III: unfold in catheter visualization and navigation: example 1 shows an instance where the catheter is manoeuvred from anterior to posterior
along  the roof (direction indicated by dashed arrow). In the 3D posterior LA view, it is unclear whether the catheter is nearer to posterior or anterior wall until the 3D model
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[s  re-oriented (roof view). The unfold shows the catheter tip as it moves along the ro
imilar  situation where it is unclear whether the catheter is on the posterior or ant
he  2D unfold view. (For interpretation of the references to colour in this figure lege
. Conclusions
Procedural guidance using a 3D mesh can be cumbersome and
emands constant interaction with the geometry. The use of pla-
ar maps with point-by-point catheter technologies (manual or
obotic) could decrease the complexity of navigation and even
mprove navigation by less experienced operators. The proposed
ork investigates an approach to flatten and visualize 3D LA geom-
try along with scar and/or endocardial voltage information on a 2D
lanar map. The 2D unfold is both quantitatively and qualitatively
alidated and several clinical proof-of-concept clinical applications
re demonstrated. Future work will look into employing planar
aps in live catheter procedures and to evaluate clinical utility.
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